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HV Partners 1, LP (“HVP1”) has made every effort to make the units at Hunters View 
Phase IA as accessible or adaptable as possible. There are a variety of different unit 
types that have different levels of accessibility. Please see Exhibit A for the list of unit 
types at Hunters View Phase IA.  
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SECTION 1 
 

Removable Cabinet Face‐Frame 
 
The Hunters View buildings are designed to allow for modifications to the cabinets and 
countertops with ease in order to be accessible for those with disabilities.  
 
The following have removable base cabinets units. 

 
Block 4:  Units 101. 106, 125, 201, 202, 203, 204, 205, 206, 208, 209, 210, 211, 
212, 213, 217, 301, 302, 303, 304, 305, 306, 307, 313, 401, 402, 403, 404, 405, 
406, 407, 408, 409, 410, 411, and 412. 
 
Block 5 (See Exhibit A for applicable accessible levels within units listed below): 
Units 101, 102, 105 & 114 
 
Block 6 (See Exhibit A for applicable accessible levels within units listed below): 
Units 101, 102, 105 & 111 

 
Notes that if the cabinet modifications addressed in this manual need to be undone and 
cabinets reassembled, please follow the included steps in reverse. 

 
Please follow steps 1‐6 below to remove Cabinet Face‐Frames which will allow for 
additional workspace underneath unit kitchen countertops.  

 
Step 1: 

 
 

Open all (4) cabinet doors 
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Step 2: 
 

 
 

Remove screws from the cabinet frame located at the far left cabinet door and far right 
cabinet door (below the sink).  There is (1) screw above and (1) screw below the cabinet 

door hinges, for a total of 4 screws, (2) on the left door and (2) on the right door. 
 

Step 3: 

 

 
 

Remove the screws from the inside of the cabinet face at the top of the cabinet door 
opening as shown above. 
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Step 4: 
 

 
 

Remove Cabinet Face‐Frame with the (4) cabinet doors attached. 
 

Step 5: 
 

 
 

Remove the toe‐kick using a flat head screwdriver or flat bar. Reinstalled toe‐kick can be 
held in place with Velcro. 
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Step 6:  
 

FINAL STEP for removing Cabinet Face‐Frame 
 

 
 

Remove the cabinet base by picking up and pulling out. 

 
Step 7: 

Final Condition 
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SECTION 2 
 

Removable Bathroom Vanity Face‐Frame at Accessible Units 
 

Please follow steps 1‐6 below to remove bathroom Vanity Face‐Frames which will allow 
for additional workspace underneath bathroom sinks 

 
Step 1: 

 

 
 

Open both vanity doors 
 

Step 2: 
 

 

 
 

Remove the vanity base by removing (1) screw from each corner as shown above.  
Carefully lift and pull the base out. 
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Step 3: 

 

 

 
Remove the lower rail by removing (2) screws, (1) on either side, as shown above. 

 
Step 4: 

 

 

 
Remove the (2) doors by removing the (2) screws from each door, as shown above. 

 
Bathroom Vanity Adaptation Complete 
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SECTION 3 
 

Repositionable Countertops at Block 4 Only 
 

Step 1: 
 

Turn the HOT and Cold water angle tops to the OFF position (turn clockwise).  The angle 
stops are located under the sink at the back wall; (2) total.  This will ensure the water 

supply to the sink is cut off. 
 

Step 2: 
 

 
 

Measure 2” down from the bottom of the ledger and mark the new location on the wall; 
this will be the new location for the ledger once lowered. 
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Step 3: 

 

 
 

Using a wrench, remove the compression nuts (2 each) which connect the pea trap to 
the drain line of the sink, as shown above.  There is (1) compression nut on each side of 

the pea trap elbow. 
 

Step 4: 

 

 
 

Once the pea trap is removed, the waste line assembly should look like the above left 
photo.   

 
*Note that it is normal for a small amount water to drain from the pea trap once the 
assembly is removed, so please make sure to empty it in a bathroom sink or bucket, as 

shown in the above right photo. 
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Step 5: 

 

 
 

Remove the screws that attach the ledger to the back and sides of the countertop.  The 
ledger is located under the countertop along the back wall and to the left & right sides 

of the countertop. 
 

Step 6: 

 

 
 

Remove the support bracket centered underneath the countertop. 
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Step 7: 

 

 
 

Re‐attached ledger and support bracket at new location which was marked in step 1. 
 

Step 8: 

 

 
 

Lower the countertop onto the ledger. 
 

Step 9: 
 

Re‐attached pea‐trap by following step 2 in reverse order and make sure to snug 
compression nuts but do not over tighten. 

 
Step 10: 

Turn the angle stops to the on position by following step 1 in reverse order. 
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SECTION 4 
 

Locations of Removable Base Cabinets and  
Repositionable Counter Tops 

 
Block 4: Units 101, 201, 301, 401 (Note 12.07 indicates removable cabinet) 

 
 
 
Block 4: Unit 105 
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Block 4: Unit 106 (Note 12.07 indicates removable cabinet) 

 
 
 
Block 4: Units 123, 215, 219, 221 
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Block 4: Unit 125 (Note 12.07 indicates removable cabinet) 

 
 
 
Block 4: Units 202, 302, 402 (Note 12.07 indicates removable cabinet) 
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Block 4: Units 203, 303, 403 (Note 12.07 indicates removable cabinet) 

 
 
 
Block 4: Units 204, 304, 306, 404, 406 (Note 12.07 indicates removable 
cabinet) 
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Block 4: Unit 206 (Note 12.07 indicates removable cabinet) 

 
 
 
Block 4: Unit 207 
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Block 4: Units 208,209, 408, 409 (Note 12.07 indicates removable cabinet) 

 
 
 
Block 4: Units 210, 211, 411 (Note 12.07 indicates removable cabinet) 
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Block 4: Units 212, 412 (Note 12.07 indicates removable cabinet) 

 
 
 
Block 4: Units 213, 313 (Note 12.07 indicates removable cabinet) 
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Block 4: Unit 217 (Note 12.07 indicates removable cabinet) 

 
 
 
 
Block 4: Units 307, 407 (Note 12.07 indicates removable cabinet) 
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Block 4: Unit 410 (Note 12.07 indicates removable cabinet) 

 
 
 
 
 
 
 
 
Block 5: 1086 Fairfax Avenue [Unit 101] 
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Block 5: 1028 Fairfax Avenue [Unit 105] 

 
 
 
Block 5: 55 Ironwood Way [Unit 114] 
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Block 6: 160 Acacia Avenue, Unit #101 

 
 
 
Block 6: 160 Acacia Avenue, Unit #102 
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Block 6: 90 Ironwood Way [Unit 105] 

 
 
 
Block 6: 54 Middle Point Road [Unit 111] 
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SECTION 5 
 

Installation of Grab Bars at Toilets at Block 4 Only 
 

 
Typical Blocking Locations: 
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The following grab bar is to be used where the full 40” blocking does not 
exist at the space at the back of the water closet.  (Units 101, 201, 203, 301, 
303, 401, and 403) 

 
 

 
 
 
 
 



29 
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SECTION 6 
 

Identification of the location of any equipment  
and parts required for adjusting or replacing counter tops, 

cabinets, and sinks. 
 
 

The equipment necessary to adjust or replace counter tops, cabinets and 
sinks will be stored in the Block 4 Maintenance Room at 1101 Fairfax 
Avenue.  

 
 
 
 
 

<END> 
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